
FIXTURE SCHEDULE

CONCRETE FILL 

SLAB
STRUCTURAL

FLOOR DRAIN

OUTLET TO P-TRAP

CEMENT BED

FLOORING IF APPLICABLE


1/2" PEX

M

POWER BOX WITH 24
HOUR TIME CLOCK

120V - 1� POWER

BALL TYPE
SHUT-OFF VALVE

TYPICAL UNION

SOLENOID
VALVE

CAP ALL
UNUSED PORTS

RECESS MOUNTED TRAP PRIMER MANIFOLD BOX
COMPLETE WITH COVER. MOUNT WHERE SHOWN ON
PLANS.

VACUUM BREAKER

3/4" COLD WATER LINE

1/2" 'PEX' PIPING TO
ADDITIONAL FLOOR DRAIN AS
REQUIRED.


3/4" CW LINE

OVER RIDE
SWITCH

WATERPROOF

MEMBRANE
WHERE REQUIRED

WASTE LINE

FLOOR LINE

FINISH GRADE

1'-0"

1/8 BEND

FLOOR LINE

WALL

BRASS CLEANOUT PLUG
WITH COUNTER SUNK HEAD

16" SQUARE CONC PAD
TROWEL SMOOTH

CLEANOUT AND ACCESS
COVER. TOP OF COVER
TO BE FLUSH WITH TOP
OF FLOOR.

BALANCE OF PIPING
SAME AS CLEANOUT
TO GRADE.

CLEANOUT SHOULD
NOT BE LOCATED IN
CARPETED AREA.

1/8 BEND IF CLEANOUT
OCCURS AT END OF LINE.

WASTE LINE.
LENGTH TO SUIT.

CHROME
WALL COVER
AND SCREW

MAY EXTEND AS A
WASTE OR VENT

PLUGGED TEE
WITH CLEANOUT

BALANCE OF PIPING
SAME AS CLEANOUT TO
GRADE.

1/8 BEND

1/8 BEND

NAIL PLATE

WALL STUD (WOOD
OR METAL SIMILAR)

PEX PIPING

PIPE SUPPORTS:
PLASTIC HANGERS AND STRAPS ARE
RECOMMENDED, BUT METAL SUPPORTS
WHICH ARE DESIGNED FOR USE WITH
PLASTIC TUBING CAN BE USED.

DO NOT USE SUPPORTS THAT PINCH OR
CUT THE TUBING. SUPPORT SHOULD
ALLOW FREE TUBING MOVEMENT.

INSPECT ALL SUPPORTS PRIOR TO
INSTALLATION TO ENSURE THAT SHARP
EDGES DO NOT EXIST THAT CAN DAMAGE
THE TUBING.

VERTICAL TUBING TO BE SUPPORTED EVERY
8'-0"

WHEN PENETRATING METAL STUDS, UTILIZE A
BUSING DESIGNED FOR PLASTIC TUBING.

SUPPORTS S.9HALL BE INSTALLED AT
CHANGES IN DIRECTION TO RELIEVE STRESS
AS SHOWN.

APPROVED
BUSHING

CLAMP

WOOD 
STUD

METAL STUD

CLAMP
AT TURN

12" 

6" HEAT 
SOURCE 

PEX PIPING KEEP TUBING A
MINIMUM OF 12"
VERTICALLY OR 6"
HORIZONTALLY FROM
SOURCES OF HIGH
HEAT SUCH AS LIGHT
FIXTURES, FLUES OR
HEATING EQUIPMENT.


NOTE:
USE ONLY CONTINUOUS LENGTH
TUBING (NO FITTINGS) WHEN
INSTALLING PEX UNDER OR WITHIN
A SLAB.  PROTECT PEX TUBING WITH
NONMETALLIC SLEEVES WHERE IT
PENETRATES A SLAB OR
FOUNDATION WALL.

DO NOT CRUSH
OR KINK TUBING

DO NOTE DRAG TUBING
OVER ROUGH TERRAIN,

ROCKS, OR ANY SURFACE
THAT CAN CUT,
PUNCTURE OR DAMAGE
TUBING WALL.

3/8" 4"

1/2" 5"

3/4" 7"

1" 9"

TUBING 
SIZE 

MIN. RADIUS
BENDING

TUBING AND FITTINGS SHALL BE STORED
UNDERCOVER FOR CLEANLINESS AND TO AVOID
EXPOSURE TO SUNLIGHT.  CONSULT
MANUFACTURER FOR RECOMMENDED LIMITS TO
OUTSIDE STORAGE.

POLYMER, COPPER,
BRONZE OR BRASS FITTING

PEX PIPING
AS SHOWN
ON PLANS

REINFORCED RING

THIS TYPE (COLD EXPANSION) OF FITTING REQUIRES THAT THE PEX PIPING, WITH
REINFORCING PEX RING PLACED OVER THE END OF THE END OF THE PIPE, IS EXPANDED
BEFORE THE FITTING IS INSERTED INTO THE PIPE END.  THE EXPANDED PIPE END IS ALLOWED
TO RETRACT ONTO THE FITTING TO FORM THE SEAL.  THE MEMORY OF THE PIPE ALLOWS IT TO
TIGHTEN OVER THE FITTING.  AN EXPANDER TOOL IS REQUIRED TO EXPAND THE PIPE AND THE
PEX RING TOGETHER.

NOTE:
STAINLESS STEEL CAMP
BANDS ARE ALSO
PERMITTED FOR
REINFORCING RING.

ALL JOINTS (TEES. ELBOWS, COUPLINGS, ETC.) ARE JOINTED SIMILARLY.


CONCRETE FILL

WATERPROOF MEMBRANE
WHERE REQUIRED

HORIZONTAL
RUN IN PIPE

12" MIN. TO SLAB
STRUCTURAL

BREAKING PORTS
AIR GAP VACUUM

FIXTURE
NEAREST
FLOW TO

FLOOR DRAIN 

OUTLET TO P-TRAP 

CEMENT BED

FLOORING IF APPLICABLE


1/2" PEX

TRAP PRIMER

BALL TYPE SHUT-OFF VALVE

MOUNT IN RECESSED BOX IN WALL. PROVIDE
8X8 BOX WITH WITH DOOR.

FLOOR CLEANOUT (FCO) CLEANOUT TO GRADE (COTG) WALL CLEANOUT (WCO) 

WALL INSTALLATION


DO NOT USE IN ANY APPLICATION WHERE TUBING WILL BE EXPOSED TO DIRECT SUNLIGHT.

PIPE SUPPORTS 

MIN. CLEARANCES


PEX PIPE INSTALLATION DETAILS A PEX PIPE HANDLING DETAILSB C PEX PIPE FITTING DETAILS 

TRAP PRIMER MANIFOLD DETAIL 

CLEAN OUT DETAILS 

F 

D E SINGLE TRAP PRIMER DETAIL 

WALL HUNG LAVATORY  - KOHLER K-2032
"GREENWICH" (SIZE 20x18) WITH K-13885 OFFSET OPEN
GRID STRAINER, K-13460-VS TOUCHLESS FAUCET WITH
MIXING VALVE (BATTERY), WALL CARRIER, 1/2" STOPS
AND 1-1/2" P-TRAP. PROVIDE INSULATING JACKET ON
WATER AND WASTE PIPING.

1-1 /2"1-1 /2" 1/2" 1/2" L-1 

INTEGRAL LAVATORY  - PROVIDE AND INSTALL KOHLER
K-1715 OPEN GRID STRAINER, DECK MOUNTED
K-13460-VS TOUCHLESS FAUCET WITH MIXING VALVE
(BATTERY), 1/2" STOPS AND 1-1/2" P-TRAP. PROVIDE
INSULATING JACKET ON WATER AND WASTE PIPING.

1-1 /2"1-1 /2" 1/2" 1/2" L-2 

SINGLE COMPARTMENT SINK  - ELKAY MODEL 1918

WITH LK1000CR LEVER HANDLER FAUCET,
DUO-STRAINER, 1/2" STOPS AND 1-1/2" P-TRAP.

1-1 /2"1-1 /2" 1/2" 1/2" S-1 

TRAP PRIMER FOR SINGLE DRAIN  - ZURN MODEL
Z-1022XL IN-LINE PRIMER. MOUNT RECESSED IN WALL
BELOW SINK OR LAVATORY WHERE SHOWN ON PLANS.
RUN 1/2" COLD WATER LINE BELOW FLOOR TO SINGLE
FLOOR DRAIN. REFER TO DETAIL T/P301 FOR TYPICAL
INSTALLATION.


------ 1/2" --- TP-1 

TRAP PRIMER FOR MULTIPLE DRAINS  - ZURN
Z-1022XL-5-CW ELECTRONIC TRAP PRIMER SYSTEM.
MOUNT RECESSED IN WALL WITH COVER. RUN 1/2"
COLD WATER LINE TO EACH TRAP AS SHOWN ON
FLOOR PLANS. REFER TO DETAIL P/P301 FOR TYPICAL
INSTALLATION.


--- --- 3/4" --- TP-2 

ADA WATER CLOSET  - KOHLER K-96057 "HIGHCLIFF"
WITH ELONGATED BOWL, K-4670-C OPEN FRONT SEAT,
SLOAN 8111 OPTIMA PLUS BATTER POWERED SENSOR
FLUSH VALVE AND BOLT CAPS.

2"4" 1" --- WC-1 

WATER CLOSET  - KOHLER K-96053 "WELLCOMME"

WITH ELONGATED BOWL, K-4670-C OPEN FRONT SEAT,
SLOAN 8111 OPTIMA PLUS BATTERY POWERED
SENSOR FLUSH VALVE AND BOLT CAPS.

2"4" 1" --- WC-2 

1-1 /2"1-1 /2" 1/2" 

VENTWASTE 

--- 

HOT COLD SYM. DESCRIPTION


BF-1 

2" FLOOR DRAIN  -  ZURN MODEL Z-415 WITH 5"�
NICKEL-BRONZE STRAINER AND 2" DEEP SEAL P-TRAP.
PROVIDE WITH TRAP PRIMER CONNECTION. REFER TO
DETAILS P/P301 AND T/P301 FOR TYPICAL
INSTALLATION AND COLD WATER LINE CONNECTION.

2"2" 1/2" --- FD-1 

DOUBLE COMPARTMENT SINK  - ELKAY MODEL 2519
WITH LK1000CR LEVER HANDLER FAUCET, (2)
DUO-STRAINERS, 1/2" STOPS AND 1-1/2" P-TRAP.


1-1 /2"1-1 /2" 1/2" 1/2" S-2 

BOTTLE FILL STATION  - ELKAY MODEL EZWSM8PK
IN-WALL BOTTLE FILLING STATION WITH 8 GPH
CAPABILITY, AND IN-WALL FRAME, 1/2" COLD WATER
CONNECTION AND 1-1/2" P-TRAP. (115/60/1 )


SHOWER- MOEN MODEL TL182 SHOWER TRIM 
PACKAGE WITH CLASSIC BRUSHED NICKEL FINISH,
PRESSURE BALANCING VALVE WITH LEVER AND
STATIONARY SHOWER HEAD. PROVIDE INTEGRATED
DRAIN AND STRAINER  SIMILAR TO 'SCHLUTER
KERDI' IN BOTTOM OF SHOWER STALL WITH 2"
P-TRAP.


2"2" 1/2" 1/2" SH-1 ADA SHOWER - MOEN MODEL T8342 SHOWER TRIM 
PACKAGE WITH CLASSIC BRUSHED NICKEL FINISH,
PRESSURE BALANCING VALVE WITH LEVER,
STATIONARY SHOWER HEAD AND HAND HELD
SHOWER HEAD WITH SLIDE BAR, 60" FLEXIBLE

METAL HOSE AND DIVERTER VALVE. PROVIDE
INTEGRATED DRAIN AND STRAINER  SIMILAR TO
'SCHLUTER KERDI' IN BOTTOM OF SHOWER STALL
WITH 2" P-TRAP.


2"2" 1/2" 1/2" SH-2 

URINAL - KOHLER MODEL 4984-T "FRESHMAN" WITH
SLOAN 8186 OPTIMA PLUS BATTERY POWERED
SENSOR FLUSH VALVE AND WALL CARRIER.  SEE
ARCHITECTURAL DRAWINGS FOR MOUNTING HEIGHT

2"2" 3/4" --- U-1 

FLOOR MOUNTED SERVICE SINK  -  KOHLER K-6710
"WHITBY WITH K-8940 WIRE RIM GUARD, K-8928
FAUCET ASSEMBLY AND K-9147 DRAIN ASSEMBLY
WITH 2" DEEP SEAL P-TRAP.


2"2" 1/2" 1/2" JS-1 

NO SCALE NO SCALE NO SCALE

NO SCALE

NO SCALE NO SCALE
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1 Agency Review 12/3/21

1 

1

1 

REVIEWED FOR CODE 
COMPLIANCE

This approval shall not be construed to be 
an approval of any violation of, or variance 
from, Idaho's adopted codes, standards, 
laws or rules applicable to this project.

SEPARATE BUILDING PERMIT 
REQUIRED FOR CONSTRUCTION

BLD2106-00057


